
 

STR-250 
 (Surface Tension Reducer / Flowback Aid) 

Physical Properties 
Freezing Point: 0 °C (32 °F)  
pH: 8.7 
Specific Gravity: 1.01 
Density: 8.41 lb/gal 
Appearance/Odor: Opaque/ Virtually None 
Solubility Water 

Description   
STR-250 is designed and formulated to enhance the recovery of stimulation fluids by reducing surface tension 
and aiding in the clean-up of water based frac fluids and acidizing fluids. STR-250 is considered to be an 
excellent oil herder. STR-250 is a non-ionic fluid that is very versatile and compatible with many of the various 
stimulation flu-ids used in the oil and gas industry. It is used in fracturing fluids as well as hydrochloric acid with 
little to no degradation to product after exposure to heat and extreme cold. STR-250 delivers superior water 
wetting characteristics in carbonate, shale and sandstone reservoirs. The result is a more efficient stimulation, 
with residual wetting, that enhances the performance and life of an oil or gas well and its longevity.STR-250 is 
used as a non-acidic breakdown fluid to enhance stimulation performance to achieve 25 to 29 dynes per 
centimeter.  

Advantages 
 Enhances the performance and life of an oil or gas well along with its longevity 
 Designed to work in low bottom hole temperatures 
 Optimum clean-up of water based frac and acidizing fluids   
 Little to no degradation to product after exposure to heat and extreme cold 
 Works well in light to saturated brines 
 Superior water wetting characteristics 

Mixing/Treatment 
 STR-250 is recommended at a loading of 0.5 to 2.0 gpt (0.21 – 0.84 gal/10BBL) in fracturing fluids and 
acidizing fluids. It is suggested to always run a compatibility of fluids. Available in 55 gallon drums and 275 
gallon totes. 

Handling/ Storage 
Do not breathe vapors/ dust. Avoid exposure, obtain special instructions before use. Avoid contact with skin 
and eyes. Provide sufficient air exchange and/ or exhaust in work rooms. Dispose of rinse water in accordance 
with local and national regulations. Product very Slippery when wet. 

Containers which are opened must be carefully resealed and kept upright to prevent leakage. Observe label 
precautions. Electrical installations / working materials must comply with the technological safety standards. 
Store away from Acids, Oxidizers. 

See SDS for more information 


